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S Acoustic parameters °
577 2 ) Rz 3 R 50-20KHz ( +/-3db) 50-20KHz ( +/-3db)
REYE 98dB (1m/1W ) 98dB (1m/1W )
BERE 90° x40° SR 90° x40° SAAIEH
HWHEER 124dB continuous/130dB peak 124dB continuous/130dB peak
2% Technical Parameters °
tRIERR T 8 Ohms 8 Ohms
HEFRF IR 500W AES/2000W Peak 500W AES/2000W Peak
bixed) P 800W/8 Ohms 800W/8 Ohms
HESRET (RET) LF: 1x12" ( ®75mm Voice-coil )" LF: 1x12" ( ®75mm Voice-coil )"
HEHRET (§M) HF: 1x1" ( ®44mm Voice—coil )" HF: 1x1" ( ®44mm Voice—coil )"
BERP o, dE, FRERP oS, gE, SEEREP
SRR 1600Hz 1600Hz
28 Physical parameters °
BEH) 600mm 600mm
EEW) (365,245)mm (365,245)mm
RE (D) 385mm 385mm
EE I 17AMI0BB £ BEEFLAL 1+ O 36mm T 1 17AMI0R £ RAEFLAL 1 © 36mm T &
WNEERS 2 x Speakon NL4MP 2 x Speakon NL4MP
BEE 26.5kg 26.5kg
tRERME: black black
AT R
ERAEE: KTV iE, DISCOEMR, HRBEE, SiE, KTVEiE, DISCOBER, FREER, SE,
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THICK FULL

BUILT-IN COMPUTER DESIGN OPTIMIZED
PASSIVE CROSSOVER, CRISP AND CLEAR
HIGH-FREQUENCY, IF SOFT
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